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interface USB cable
N10017

Option:
external sensors

Hook and loop tape 30 mm
do not use for

3-axis acceleration

Washer
ISO7089 (DIN125A)
⌀3.2 (2x)

Mounting in wood and sheet metal;
ISO 7049 (DIN 7981C)
⌀2.9x16 (2x)

Washer
ISO7089 (DIN 125A)
⌀3.2 (2x)

Threaded mounting:
ISO 7045 (DIN 7085H)
M3x10 (2x)

external sensors 7.2

15
.2

5.5

21.5

19 20
.9

22
.4

53.13

26
.4 30 31
.9

4 ⌀3.3



(2
0.

63
)

MSR Electronics GmbH
Mettlenstrasse 6
CH-8472 Seuzach
Tel.+41 52 316 25 55

 Scale:

1:1 MSR145B15-B16-EN
Rev.-

Index: 

.

Origin: .

© COPYRIGHT MSR Electronics
For this drawing, we reserve our rights. 
Copying and reproducing or the using by 
third person without ours authorization 
may be prosecuted. Relaesed . .

Dimension Sheet ACC
Data Logger

Sheet:

2/2
Reviewed WE 15.08.23

Drawn EP 14.08.23

R
ev

is
io

n

c) . R
ev

is
io

n

f)  . R
ev

is
io

n

j) .

b) . e)  . h) . A4a) . d)  . g) .

+Z

-Z

-X

-Y

+Y

+X

Axes of the acceleration sensor
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Typ A: 15g±
Typ A4: 15g±
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